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WITH DISPLACEMENT VENTILATION 
by 
Peter V. Nielsen, Aalborg University 
1. INTRODUCTION 
A displacement ventilation system exploits the use of energy efficiently because it is possible to 
remove exhaust air from a room with a temperature that is several degrees above the temperature 
in the occupied zone. This process will allow a higher air inlet temperature at the same load in 
comparison with mixing ventilation. 
It is necessary to have a design method for the temperature distribution used for instance in 
connection with the tlow element method and the energy calculations. 
The temperature distribution is also important in connection with thermal comfort in a room. It 
is necessary to consider the temperature gradient in the occupied zone, as well as the asymmetric 
radiation from the ceiling, in connection with the design of a displacement ventilation system and 
the evaluation of thermal comfort. 
This paper will introduce five temperature distribution models with different levels of complexity. 
2. VERTICAL TEMPERATURE GRADIENT 
( Yst 
Figure I. Vertical temperature distribution and vertical concentration distribution in a room with 
displacement ventilation . 
The airflow to the room is supplied directly into the occupied zone by floor or wall-mounted 
diffusers . The plumes from hot surfaces, from equipment and from persons entrain air from the 
surroundings in an upward movement, and the airflow is extracted from the room by return 
openings in the ceiling. Figure I shows the vertical temperature distribution and the vertical 
concentration distribution in case some of the heat sources are contaminant sources. The right 
sketch in figure I shows that the concentration in a lower part of the room has the level c" 
corresponding to the supply concentration. The plumes in the room will entrain fresh air 
(concentration c) up to a height where the total vertical volume flow is equal to the supply flow 
q". This height is called the stratification height Y.n. The plumes continue above this height and 
the entrainment will generate a full mixing in the upper region with a concentration eR 
corresponding to the concentration in the return flow as shown on the right-hand side of figure 
I. 
The temperature distribution is described by the energy transport equation, the radiation and the 
conduction through the surfaces. The energy transport equation and the transport equation for 
contaminant are identical in structure, and it is therefore possible to study the influence of 
radiation and conduction by comparing the two curves in figure I. The temperature close to the 
floor Tf is high in comparison with the equivalent concentration distribution. The high level of 
temperature is due to radiation from the ceiling, and the gradients close to the floor and the ceiling 
indicate the corresponding heat transfer by convection. The vertical temperature distribution 
varies almost linearly with height compared with the concentration distribution. This may be the 
result of an influence from the vertical temperature distribution at the walls. Radiation is 
important for the energy flow in rooms with displacement ventilation and this is discussed in 
detail in the references [I] and [2]. 
The temperature gradient can with advantage be given in a dimension less form. Figure 2 shows 
that the gradient has a limited variation compared with the variation which will be found for 
gradients in a dimensioned form. 
The primary flow in a room with displacement ventilation expresses the similarity which is 
typical of fully turbulent flow. Vertical temperature gradient and stratification level of the 
contaminant can be described as a unique function of the Archimedes number independent of the 
velocity level in the room, see reference [4]. This Archimedes number can be given as 
Ar A ( I) 
where p, g and !1T" are volume expansion coefficient, gravitational acceleration and 
temperature difference between return and supply flow respectively. H is the room height and uA 
is defined as 
A 
(2) 
where q" is the flow rate to the room and A is the floor area. The specific flow rate uA is selected 
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as characteristic velocity because the temperature distribution IS governed by vertical 
displacement flow. 
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Figure 2. Vertical temperature distribution for different airflow rates, see reference [3]. 
The measurements shown in figure 2 are all made at constant heat load from a concentrated heat 
source. It is obvious that the dimensionless temperature profile is a weak function or the 
Archimedes number and that an increasing Archimedes number will decrease the normalized 
gradient slightly in the given situation. 
It is a general experience that the vertical temperature gradients are identical at any location in 
the room outside areas with thermal plumes. This implies that the flow in that region formally can 
be expressed as a displacement flow, although the flow is a combination of a horizontal 
movement in the main body of the room and a vertical movement close to the walls, see 
references [4] and [5]. 
Figure 3 shows two vertical temperature gradients. They illustrate the identical temperature 
distribution in the main body of the flow as well as different temperature distributions close to 
the floor and the ceiling. Those two areas are governed by a cold gravity current from the diffuser 
and a warm gravity current from the vertical plumes respectively, see also references [I] and [6]. 
The temperature close to the tloor T
1 
is defined as the average minimum temperature in the floor 
region. This temperature will often be linearly related to the temperature profile outside the 
stratified flow from the diffuser. The dimensionless temperature (7> - T")!b.T" is for example 
0.38 in the situation shown in figure 3. 
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Figure 3. Two vertical temperature gradients in a room. One profile is located close to the diffuser 
and the other profile is located in the centre of the room. A r A = 18 · I 04 . 
3. TEMPERATURE GRADIENTS FOR DIFFERENT REA T SOURCES 
Measurements of vertical temperature gradients show that the type of heat source can be much 
more important than the flow conditions (Archimedes number). Figure 4 shows the vertical 
temperature gradient for different heat sources. The point heat source is a small cylindrical heater 
with open heating elements, 0.3 m x 0.1° m. The thermal manikin is a black painted cylinder with 
the dimensions I .0 m x 0.41' m, and the tloor heating consists of several electrical heating carpets 
covering a large part of the floor. 
The location of the normalized temperature gradients in figure 4 depends on the geometrical 
extension and temperature of the heat source. A heat source as the point source will give a 
temperature distribution with relatively low temperatures in the occupied zone in comparison with 
the temperature in the return flow . This corresponds to a high system effectiveness. Four thermal 
manikins will generate a temperature distribution with a higher level in the occupied zone and 
consequently a lower system effectiveness. Floor heating shows a bad utilization of displacement 
flow . 
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Figure 4. Vertical temperature gradients in a room with different heat sources. A r 
11 
= 18 · I 03 .See 
reference [7]. 
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Figure 5. Vertical temperature gradients in a room with four thermal manikins which have a high 
and a low emissivity. Ar A = 18 . I 03 . 
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The ratio of radiation to convection is an important parameter. A high level of this ratio will 
displace the curves to the right because it will increase the amount of heat supplied to the floor. 
Experiments with four thermal manikins ( 1.0 m x 0.4° m) support this theory. Figure 5 shows 
how the vertical temperature profiles are displaced to the right-hand side of the figure when the 
emission is increased . The low emission is obtained by covering the cylinders with aluminium 
foil, and the high emission (0.95) is obtained in the standard situation where the cylinders are 
painted in a dull black colour. 
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Figure 6. Vertical temperature gradients in a room with thermal manikins, sedentary persons and 
persons in motion, see reference [7] . 
Figure 6 shows the vertical temperature distribution in a room with thermal manikins and persons. 
The manikins seem to give a sufficient thermal description of a person. It is especially important 
to notice that a person in motion is unable to spoil the stratification, and the measurements show 
only a slight reduction in the effectiveness of the system. Other measurements carried out during 
great activity and with an open door to the test room do also confirm the large stability of the 
stratified flow in the room . 
4. MODELS FOR TEMPERATURE GRADIENTS 
A design of a displacement ventilation system involves prediction of the vertical temperature 
gradient. This chapter shows five different practical methods with a varying level of complexities. 
The first method assumes a fixed value of T1 and a linear variation of the temperature 
distribution. The second method allows T
1 
to be a function of the specific flow rate to the room, 
while the third method takes account of both flow rate, heat load and type of heat sources. The 
last two methods deal with a non-linear temperature distribution. 
6 
4.1 Model with constant T
1 
Measurements indicate that it is possible to make the simplified assumption that the temperature 
varies linearly with the height from the minimum temperature at floor level 7> to a maximum 
temperature at ceiling level. The ceiling level temperature is assumed to be equivalent to the 
return temperature TR 
(3) 
Skistad, see reference [8], suggests the following value for the normalized temperature at floor 
level 
T
1
. - T 
. (I 0.5 (4) 
T - T 
R " 
because the temperature often appears to be approximately half way between the supply air 
temperature and the extract air temperature. This applies to rooms of conventional height (2.5 m-
3.5 m) and normal heat loading. A comparison with figure 2 shows that the minimum temperature 
Tf has a limited variation when it is given in a dimensionless form which also may support the 
above-mentioned assumption . The dotted line in figure 4 shows the temperature distribution. It 
can be argued that the line represents a mean assumption for gradients from different types of heat 
sources. 
4.2 Model with flow dependent T1 
The normalized minimum temperature T
1 
is slightly dependent on the airflow rate to the room. 
Mundt addresses this effect in reference [9] and gives the following figure 7 which shows the 
variation as a function of the specific airflow rate q)A. The figure summarizes a large number 
of measurements in different rooms. The temperature distribution in the room is assumed to be 
linear according to equation (3). 
Li et al., see reference [I], have worked with different extensions of Mundt's model. They suggest 
a four point model which takes account of heat conduction at the ceiling and, furthermore, they 
suggest a multipoint model which takes account of various heat transfer modes including 
radiation between walls and conduction through the walls. 
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Figure 7. Minimum temperature at floor level T
1 
in a room with displacement ventilation versus 
specific flow rate. 
4.3 Model with source and load dependent T
1 
The temperature close to the floor T
1 
is strongly dependent on the heat sources in the room. 
Figure 4 shows that the dimensionless temperature varies from 0.35 to 0.65 for various heat 
sources and, therefore, it is important to have a design procedure which can take account of this 
effect. 
Figure 8 shows a design chart which gives the normalized temperature at floor level for different 
types of heat sources. The point heat source is a small cylindrical heater with open heating 
elements. This heat source represents the lowest possible level for Tr The ceiling light consists 
of four fluorescent tubes mounted I 0 cm below the ceiling. It should be expected that they would 
give a low value of T
1
, but radiation (light) seems to limit the system effectiveness although the 
tubes are mounted close to the ceiling. Sedentary persons are simulated by four black painted 
cylinders with the dimensions 1.0 m x 0.4~" m, and the extensive heat source consists of three 
cylinders placed close to each other. 
Experiments with people walking around in the room give the same variation in T
1 
as found for 
the extensive heat source. 
It is assumed that the primary flow in a room with displacement ventilation is a fully developed 
turbulent flow. This means that a normalized temperature can be given as an unique function of 
the Archimedes number. Consequently, the Archimedes number ArA is used as a parameter in 
figure 8. The Archimedes number contains information on both thermal load in the room and flow 
rate to the room. 
The temperature distribution in the room is assumed to be linear according to equation (3). 
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Figure 8. Minimum temperature at floor level T1 versus Archimedes number for different typical 
heat sources. 
The results shown in figure 8 are found by experiments in rooms of conventional sizes (2.5 to 4 .5 
m high) , and they must not be extrapolated to dimensions which are very different from these 
sizes. The results are also based on sidewall-mounted low velocity diffusers which will influence 
the results in comparison with special supply systems. It is, for example, possible to show that 
a system with perforated raised floor and ventilating carpel will obtain a non-dimensional 
minimum temperature of 0.2 for several heat sources, see reference [I 0]. 
The effect of a combination of different types of heat sources has not yet been studied . The 
method described in section 4.1 seems to be a practical procedure in this situation . 
4.4 Model with non-linear temperature distribution 
The vertical temperature distribution in a room with displacement ventilation will not always be 
linear as suggested by equation (3) . Figure 4 shows e.g. a distribution from thermal manikins and 
floor heating which could be expressed as a combination of two straight lines . 
A thermal plume in surroundings with a vertical temperature gradient may stratify because the 
increasing temperature will diminish the buoyancy force at a certain height. Figure 9 shows a 
plume which will obtain neutral buoyancy at the height y
1
• The tlow will continue up to the height 
y
111
, due to the momentum flow, but it will return and stratify at y
1
• The height to neutral 
buoyancy can be found from the following equation, see references [I I] and [ 12] 
V = 0.74 r~-.114 ( dT) - 1/H 
- I 'f'K I cy 
(5) 
9 
<PK is the convective heat flow from the source. It is assumed that y
1 
is measured from the virtual 
origin of the tlow (floor level for a thermal manikin), and it is assumed that <PK is a small source 
which is unable to change the temperature gradient dT/dy . 
dT >O 
dy 
Y, 
Ynr 
Figure 9. Vertical plume in a room with temperature gradient and stratification. 
It is possible to obtain a special situation when the primary heat source will generate a plume with 
neutral buoyancy y
1 
within the height H. The source will influence the temperature distribution, 
shown in figure 9, because it is the only source in the room. The gradient will increase and y
1 
will 
decrease according to equation (5). It is assumed that T
1 
can be given from figure 8 and that the 
temperature above y
1 
is constant and equal to TR because the stratified flow at y
1 
is the only 
source of heat that is available for the remaining displacement flow up to the return opening. The 
temperature gradient in the lower part of the room wil have the size 
dT 
dy 
and the height to neutral buoyancy can be found from (5) and (6). 
= 0 62 "'- 215 (T - T )- 115 Yt . '+'K R I 
(6) 
(7) 
It is possible to obtain a flow with a neutral buoyancy height according to equation (7). Flow 
visualization in this situation shows that the air movement above y
1 
is a very slow and highly 
turbulent flow. It has different directions from time to time and the vortex diameter can be up to 
H - y
1
• This air movement is very different from the flow which occurs when the upper zone is 
stratified and interrupted by plumes. The temperature distribution will in this case suppress a 
vertical flow in the main body of the room and measurements will only indicate a horizontal air 
movement outside the plumes and the wall areas, see references [4] and [5] . 
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Figure 10. Vertical temperature distribution in a room with four thermal manikins. 
Figure I 0 shows the measurements of vertical temperature distribution in a room with four 
the1mal manikins . The predicted temperature profiles are found from figure 8 and equation (7). 
They seem to give an improved description in comparison with a linear distribution over the 
entire height of the room. 
The height to the upper zone Y.n (stratification height) is smaller than y
1 
in all the measurements 
made in connection with figure I 0. Y,.
1 
must also be an important parameter, but the effect has not 
been studied. 
It must be stressed that a non-linear temperature distribution will be created in many situation 
which are different from the situation described above. A high heat loss through the floor will e.g. 
create a temperature profile similar to the profiles shown in fi gure 10. 
Vertical location of the heat source may also influence the temperature distribution. This effect 
is especially pronounced when the source is a point heat source with limited radiation , Figure 11 
shows the measurements of two profiles for sources with different vertical locations y11 , . T1 is 
given from figure 8. It is obvious that profiles with a raised location of T
1 
do improve the results 
compared with a linear distribution in the entire height of the room. 
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Figure I I. Temperature distribution in a room with a point heat source located at two different 
vertical positions y11 _,. 
5. CONCLUSIONS 
It is necessary to have a model which can predict the vertical temperature distribution in a room. 
Measurements show that the temperature distribution often can be given as a I in ear function of 
the height of the room. It is also shown from measurements that the vertical temperature is 
strongly dependent on the type of heat source in the room and dependent on airflow rate and heat 
load . 
Normally, a model is used which has a linear temperature distribution between a minimum 
temperature close to the floor and a maximum temperature close to the ceiling. The minimum 
temperature may either be a constanct fraction of a load dependent difference or it may be 
connected to the volume flow to the room. 
Three new models are described. One model takes account of the different types of heat sources 
in the occupied zone as well as the characteristic Archimedes number of the flow. Another model 
is an extension which is valid for tall rooms and large enclosures where the flow from a heat 
source will reach the neutral buoyancy height within the room and give a non-linear temperature 
distribution. The last model takes account of the vertical location of the heat sources. All models 
express the temperature distribution as a constant gradient or a combination of a constant 
temperature area and a constanct gradient area. The models give an improvement of the design 
method for displacement ventilation. 
Acknowledgement 
Large parts of the experiments described in the paper are based on a number of research activities 
made at Aalborg University in connection with the education of M.Sc . students . The research 
activities have taken place from 1990 to 1995. All the experimental work has been supervised and 
12 
linked up by the author who wants to give his acknowledgement to T. Gudmundsson, N.U. 
Christensen, H. Nielsen, B. Engsig, K.S. Christensen, 1. Jensen, 1. Stendahl, 0. Christensen, L.K. 
Danielsen, L. Hoist, LB. S!Zlrensen and E. Bj!Zlrn . 
REFERENCES 
[I] Li Y., Sandberg M., Fuchs L., Vertical Temperature Profiles in Rooms Ventilated 
by Displacement: Full-Scale Measurements and Nodal Modelling, Indoor Air, 
Vol. 2, 225 - 243, 1992. 
[2] Li Y., Sandberg M ., Fuchs L., Radiative Effects on Airflow with Displacement 
Ventilation: An Experimental Investigation, Energy and Buildings, Vol. 19,263-
274, 1993. 
[3] Nielsen P.V., Hoff L., Pedersen L.G., Displacement Ventilation by Different 
Types of Diffusers, Proc. of the 9th AIVC Conference, ISBN 0946075 40 9, 
Warwick, 1988. 
[4] Nielsen P.V., Displacement Ventilation in a Room with Low-Level Diffusers, 
DKV-Tagungsbericht, ISBN 3-922-429-63-7, Deutscher Kalte- und Klimatech-
nischer V ere in e. V., Stuttgart, 1988. 
[5] Kofoed P. , Kegel B., Turbulence Intensity and Buoyancy Effects in a Displace-
ment Ventilated Room Measured with LOA, Proc. of the 6th International 
Conference on Indoor Air Quality and Climate INDOOR AIR'93, Helsinki, 1993. 
[6] Mathisen H.M., Analysis and Evaluation of Displacement Ventilation, Doktor 
Ingeni!Zlravhandling 1989:31, VVS-rapport 1989:2, Technical University of 
Norway, 1989. 
[7] Nielsen P.V., Air Distribution Systems - Room Air Movement and Ventilation 
Effectiveness, Proc. of the ISRACVE Conference, ASHRAE, 1993. 
[8] Skistad H., Displacement Ventilation, Research Studies Press Ltd., Somerset, 
1994. 
[9] Mundt E., Convection Flows above Common Heat Sources in Rooms with 
Displacement Ventilation, Proc. of the International Conference on Engineering 
Aero- and Thermodynamics of Ventilated Room, ROOMVENT'90, Oslo, 1990. 
[ 10] Akimoto T., Nobe T., Takebayashi Y., Experimental Study on the Floor-Supply 
Displacement Ventilation System, accepted for ASHRAE San Diego Meeting, 
1995. 
[ 11] Morton B.R., Taylor G., Turner J.S., Turbulent Gravitational Convection from 
Maintained and Instantaneous Sources, Proc. Royal Soc., Vol. 234 A, p. 1, 1956. 
13 
[I 2] Mundt E., Convection Flows in Rooms with Temperature Gradients - Theory and 
Measurements, Proc. of the Third International Conference on Air Distribution in 
Rooms, ROOMVENT'92, ISBN 87-982652-6- I , Copenhagen , I 992. 
14 
PAPERS ON INDOOR ENVIRONMENTAL TECHNOLOGY 
PAPER NO. 17: H. Overby, M. Steen-Th~de: Calcv.lation of VeTiical Ternpemture 
Gradients in Heate£1 Rooms. ISSN 0902-75 13 R9046. 
PAPER NO. 18: P. V. Nielsen , U. Madsen, D. Tveit : Experiments on a.n Exhaust 
Hood for the Paint Industry. ISSN 0902-7513 R9146. 
PAPER NO . 19: L. Germann Pedersen, P. V. Nielsen: Exhaust System Reinforced 
by Jet Flow. ISSN 0902-7513 R9147. 
PAPER NO. 20: P. V. Nielsen: Models for the Prediction of Room Air Distribution. 
ISSN 0902-7513 R9148. 
PAPER NO. 21: M. Skovgaard, P. V. Nielsen: Modelling Complex Inlet Geome-
tries in CFD - Applied to Air Flow in Ventilated Rooms. ISSN 0902-7513 R9149. 
PAPER NO. 22: M. Skovgaard, P. V. Nielsen: Numerical ImJestigation of Tran-
sitional Flow over a Backward Facing Step using a Low Reynold.~ Number k -E. 
Model. ISSN 0902-7513 R9150. 
PAPER NO. 23: P. Kofoed, P. V. Nielsen: Auflriebsstromungen verschiedener 
Warmequellen - Einfiuss der umgebenden Wande a·uf den geforderten Volumen-
strom. ISSN 0902-7513 R9151. 
PAPER NO. 24: P. Heiselberg: Concentration Distribution in a Ventilated Room 
under Isotherma.l Conditions. ISSN 0902-7513 R9152. 
PAPER NO. 25: P. V. Nielsen: Air Di.'ltrib1dion System.~ - Room Air Movement 
and Ventilation Effectiveness. ISSN 0902-7513 R9250. 
PAPER NO. 26: P. V. Nielsen: Description of Supply Openings in N·ttmerical 
Models for Room Air Distribution ISSN 0902-7513 R9251. 
PAPER NO. 27: P. V. Nielsen: Velocity Distribution in the Flow from a Wall-
mounted Diffuser in Rooms with Displacement Ventilation. ISSN 0902-7513 R9252 . 
PAPER NO. 28: T. V. Jacobsen & P. V. Nielsen: Velocity and Temperature 
Distribution in Flow from an Inlet De11ice in Rooms with Displacement Ventilation. 
ISSN 0902-7513 R9253. 
PAPER NO. 29: P. Heiselberg: D1:spersion of Contaminants in Indoor Climate . 
ISSN 0902-7513 R9254. 
PAPER NO. 30: P. Heiselberg & N. C. Bergs~e: Measurements of Contaminant 
Dispersion in Ventilated Rooms by a Passive Tracer Gas Techm:que . ISSN 0902-
7513 R9255. 
PAPER NO. 31: K. S. Christensen: Numerical Prediction of Airflow in a. Room 
111ith Ceiling-Mounted Obstacles. ISSN 0902-7513 R9256. 
PAPER NO. 32: S. G. Fox & P. V. Nielsen: Model Experiments in 1990 and On-
Site Validation in 1992 of the Air MotJcment in the Danish Pavilion in Seville. 
ISSN 0902-7513 R9335. 
PAPERS ON INDOOR ENVIRONMENTAL TECHNOLOGY 
PA PER NO. 33 : U. Madsen , N. 0 . Dreum & P. V. Nielsen : Local E xha1Ls i Ventila -
t ion- a. Nmn eTica l an d E xpeTiment a.l Study of CaptuTe Efficien cy. ISS N 0902-7513 
R9336. 
PAPER NO. 34: T . V. J a.cubsen. P. V. Nielsen : Nu.rn eTica.l Mod elling of Th eTmal 
EnviTonm ent in o. D i.s pla.c eTnent- Ventilat ed Room. ISSN 0902-7513 R9337 . 
PAPER NO. 35: P . Heiselberg: Dmught Ri.sk jTOm Cold VeTtica.l Surfaces. ISS N 
0902-7513 R9338 . 
PAPER NO . 36: P . V. Nielsen: Model ExpeTiment.s for the Detenninat7:on of 
A iTjiow in Lo.Tg e Spa ces. ISSN 0902-7513 R.9339 . 
PAPER. NO. 37: K. Svidt: Num eTical PTed1:ction of B ·uoyo.nt A iT Flow in Lives tock 
Bnildings. ISS N 0902-7513 R9351. 
PAPER NO . 38: K. Svidt: Inv estigation of Inlet Bounda.Ty Conditions Num eTica.l 
P Te rl iction of A iT Flow in L iv estock Bm:lrlings. ISSN 0902-7513 R.9407 . 
PAPER. NO. 39: C. E . Hyldgaard: Hmn an.s as a. Sov:rc e of H eat o:nil AiT Pollv.t?:on. 
ISS N 0902-7513 R941 4. 
PAPER NO . 40 : H. Brohus, P. V. Nielsen: Conta.mino:nt Di.stTibntion a.Tonnd 
P eT.w n s in Rooms Ventilated by Displacem ent Ventila.t·ion. ISSN 0902-75 13 R9415. 
PAP ER NO. 41 : P . V. Nielseu : AiT DistTibution in Rooms - Re sear-ch. and D c.sign 
M ethorls . ISSN 0902-7513 R9416 . 
PAPER NO. 42 : H. Overby: M eos u.Tem ent and Calculation of VeTt ical Tempcro.-
tv.Te GTadie nts in Rooms with Con:uecti'IJ(: Flow8 . ISSN 0902-7513 R9417 . 
PAPER. NO. 43: H. Brohns, P . V. Nielsen: P ersonal ExposuTe in a. Ventilat ed 
Room ·with Con centmtion Gmdi ents. ISSN 0902-7513 R9424 . 
PAPER. NO . 44 : P. Heiselberg: lnt emction between Flow Elem ents in La.rge En c-
losuTes . ISSN 0902-7513 R.9427 . 
PAPER NO . 45 : P. V. Nielsen : PTOspeds joT Computo.tiona.l Fl·u.irl Dyrwmics in 
Room A iT Contaminant ContTOl. ISSN 0902-7513 R9446 . 
PAPER NO . 46 : P. Heiselberg , H. Overby, & E. Bj0rn : Th e Effect of Obstar:les 
on th e Bo·u.nrla.Ty La.yeT Flow o.t a VeTtica.l Sv.Tfn ce. ISSN 0902-7513 R9454 . 
PAPER NO . 47: U. Maclsen , G. Aube~'tin , N. 0 . Breum, J . R. Fontaine & P. V. 
Nielsen : Tmc eT Gas T edhn iqu e ve r.sus a. ContTOl Box M ethorl joT Estimating D iTec t 
CaptnTe E.ff£ci enc y of Exluwst Syst ems . ISSN 0902-7513 R9457. 
PAPER NO. 48: Petrer V. Nielsen : Vertico.l T empemtv.Te DistTibution in a Room 
with Displacem rm. t Ventilation. ISSN 0902-7513 R9509 . 
Department of Building Technology and Structural Engineering 
Aalborg University, Sohngaardsholmsvej 57. DK 9000 Aalborg 
Telep hone: +45 98 15 85 22 Telefax: +45 98 14 82 43 
